
  
 

 

 

Bulk Transport Conveyor 

Rubber, PVC Belts and Steel Fasteners 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Made in India  

Manufactured by HIC INTERNATIONAL CO INC 

 

  
  

 

   

 
 

Technical Specifications 
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Optimum Production Solutions 

 

 

 

 

 

 

 

  

 

 

HI C  In t e r nat i o n a l  C o  I n c ,  f o rmed  i n  1 9 8 8  manu fac tu r ing  i ndus t r i a l  r ubbe r  a n d  

s tee l  p roduc ts  I S O 9 0 0 1  c e r t i f i ed  p roducer  o f  C on v e y or  be l t  r o l l e r  i d l e r ,  Po we r  

Tr a n s mi s s i o n  be l t s  coup l i ng  pu l l e y ,  H y dr a u l i c  ho se  va l ve ,  Saf et y  r ubbe r  shee t  

ma t  qua l i t y  expo r te r s  o f  H I C  U n i v e r s a l  b r a n d  t o  i ndus t r ia l  t r ade rs  d i s t r i bu to r s  o f  

U SA,  Aus t ra l i a ,  UA E,  S i ngapo re ,  Ch i na ,  Sou th  A f r i ca ,  U K ,  Ge r many ,  Ta i wan  

hav i ng  manu fac tu r i ng  fac t o r i es  i n  De l h i  and  Ghaz i abad  U P o f  Ind i a .  

Tota l  Qua l i ty  Management  p r i nc i p l es  a re  fo l l owed  and  True  

Per formance i s  thus  assured.  

         

      Export Excellence Award                      

during Feb 1997 

 

 

 

 

 

Sharp 

Crushed 

Stone 

 

Hot 

Asphalt 

 

Grain 

Elevator 

 

UUllttrraa  

HHoott  

CCeemmeenntt  

 

Sugar 

Food 

 

Abrasive 

Sand 

 

Truck 

Incline 

Loading 

 

Mine Fire 

Safe 

 

Submerged 

Ash 

 

Ore 

Dock 

 

and more...... 

        About HIC 
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Materials handling and goods movement gets safe using conveyor belt made in 

India by HIC Universal. 

HIC Universal rubber conveyor belts are OOOrrriiigggiiinnnaaalll    CCChhhoooiiiccceee by bbbuuulllkkk   cccooonnnvvveeeyyyooorrr   sssyyysssttteeemmm  

manufacturers in India, China, USA, UK, Germany, Mexico, Russia, Turkey, Peru, Canada, 

Taiwan, Malaysia, Sweden, Tunisia, South Africa, Djibouti, Senegal, Japan, Thailand, Sri Lanka 

and other Asian countries. 

No Joint Failure 
of Vulcanized Endless Belts 

 
Highest Physical Properties 
for Successful Material Handling 

 
Longer Life Transport 

  Bulk Lumps and Foodstuffs Conveying Solution 

 

Superb Bonding Synthetic Rubber 
Reinforced with EP or Nylon Fabric Ply 

 

Wear Resistant  
to Heat, Fire, Abrasion and Oil 

 

WWWhhhyyy   HIC Universal Conveyor Rubber Belts? 
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Smooth Surface 

Rubber Conveyor 

Belt 

 
Chevron Belting 

C15 Pattern 

 
Chevron Pattern  

YT Cleat Belt 
 

Rough Top  

Conveyor Belt 
 

Bucket Elevator  

Belt 

 
Hygienic Food Grade 

Rubber Belt 

 

   

 Nylon conveyor belts M - N grade rubber 3- 8 ply, 3 x 1.5 mm thick covers min. 
& above up to  2400 mm W 

 Polyester textile EP  Fabric Ply M- N grade belts  up to 20mm thick 

 Hygienic Food grade Nylon 3, 4 ply conveyor belting up to 1200 mm W 

 Heat Resistant conveyor belts with 4 x 2 mm thick rubber covers min. & above 

of HR 120 C  

 Fire Resistant conveyor belts with 3 x 3 mm thick rubber covers min. & above 

 Rough Top belts 3 ply with 3 mm ruff min. thick on top up to 1000 mm W 

 Endless size conveyor belts up to 90 metres max. single length  

 Elevator rubber belts in 2 equal roll lengths 

 PVC Food grade conveyor belts up to 2000 mm W 

 Rough Grip , Ribbed PVC conveyor belts 

 Oil Resistant PVC  conveyor belts up to 3000 mm W 

 Conveyor Belt Fasteners Solid Plate Hawk type 

Manufacturing RANGE and SIZES  
Conforming IS 1891, BS 490, DIN 22102, ISO 4195, IS 3181                                                                              

CAN/CSA M422 –M87 Type C FRAS – C grade quality standards 

Classified under HS Code 4010 

Wear-proof Strong Heat Protected 

Quality Rubber Conveyor Belts 
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Nomenclature of Conveyor Belt                                                                                        
Tensile Rating and Belt Weight-Widths to Support Load: Technical Data 

 
C o n v e y o r  

B e l t  

D e s i g n a t i o n   

E P  o r  N N  

A l l o w a b l e  

M a x i m u m  

B e l t  

T e n s i o n   

( A B T )  

N o m i n a l   

C a r c a s s   

T h i c k n e s s  

N o m i n a l  

C a r c a s s  

W e i g h t  

M a x .  b e l t  W i d t h  ( m m )  

f o r  s a t i s f a c t o r y  l o a d  

s u p p o r t  f o r  m a t e r i a l  

b u l k  d e n s i t y  u p  t o  

( t / m 3 )  

M i n .  b e l t  W i d t h  ( m m )  

f o r  A d e q u a t e  T r o u g h i n g  o f  

E m p t y  B e l t  

*  T e n s i l e  

R a t i n g  /  P l y  

( k N / m )  ( m m )  ( K g / m 2 )  1 . 0  1 . 6  2 . 5  2 0 º  i d l e r s  3 0 º  /  3 5 º  

i d l e r s  

4 5 º  

i d l e r s  

2 0 0 / 2  2 0  2 . 2  3 . 5 4  6 5 0  5 0 0  4 0 0  2 5 0  3 0 0  3 5 0  

2 5 0 / 2  2 5  2 . 6  3 . 9 0  8 0 0  6 5 0  5 0 0  3 0 0  3 5 0  4 0 0  

3 1 5 / 2  3 1  2 . 6  4 . 0 0  8 0 0  6 5 0  5 0 0  3 0 0  3 5 0  4 0 0  

4 0 0 / 2  4 0  3 . 2  4 . 9 6  1 0 0 0  8 0 0  6 5 0  3 5 0  4 0 0  4 5 0  

5 0 0 / 2  5 0  3 . 8  5 . 2 8  1 0 0 0  8 0 0  6 5 0  3 5 0  4 0 0  4 5 0  

6 3 0 / 2  6 3  4 . 6  6 . 2 0  1 2 0 0  1 0 0 0  8 0 0  4 0 0  5 0 0  6 0 0  

2 5 0 / 3  2 5  2 . 8  3 . 7 9  1 0 0 0  8 0 0  6 5 0  3 5 0  4 0 0  4 5 0  

3 1 5 / 3  3 1  2 . 8  3 . 9 3  1 0 0 0  8 0 0  6 5 0  3 5 0  4 0 0  4 5 0  

4 0 0 / 3  4 0  3 . 4  4 . 2 9  1 0 0 0  8 0 0  6 5 0  3 5 0  4 5 0  5 0 0  

4 0 0 / 4  4 0  3 . 9  5 . 2 4  1 2 0 0  1 0 0 0  8 0 0  4 0 0  5 0 0  6 0 0  

5 0 0 / 3  5 0  3 . 4  4 . 4 4  1 2 0 0  9 0 0  8 0 0  3 5 0  4 5 0  5 0 0  

5 0 0 / 4  5 5  4 . 7  5 . 7 2  1 4 0 0  1 2 0 0  1 0 0  4 0 0  5 0 0  6 0 0  

6 3 0 / 3  6 3  4 . 0  5 . 0 7  1 2 0 0  1 0 0 0  8 0 0  4 0 0  5 0 0  6 0 0  

6 3 0 / 4  7 0  4 . 7  5 . 9 2  1 4 0 0  1 2 0 0  1 0 0  4 0 0  5 0 0  6 0 0  

6 3 0 / 5  7 0  6 . 0  7 . 1 5  1 8 0 0  1 6 0 0  1 4 0 0  4 0 0  6 5 0  5 5 0  

8 0 0 / 4  9 0  5 . 5  6 . 7 6  1 6 0 0  1 4 0 0  1 0 0 0  4 5 0  6 0 0  7 5 0  

8 0 0 / 5  9 0  6 . 0  7 . 4 0  1 8 0 0  1 6 0 0  1 4 0 0  5 0 0  6 5 0  7 5 0  

1 0 0 0 / 3  1 0 0  6 . 8  8 . 3 4  1 6 0 0  1 4 0 0  1 2 0 0  4 5 0  5 5 0  6 5 0  

1 0 0 0 / 4  1 1 0  6 . 7  7 . 3 6  1 8 0 0  1 6 0 0  1 4 0 0  5 0 0  6 5 0  8 0 0  

1 0 0 0 / 5  1 1 0  7 . 0  8 . 4 5  1 8 0 0  1 8 0 0  1 6 0 0  6 5 0  8 0 0  9 0 0  

1 2 5 0 / 4  1 4 0  8 . 9  1 0 . 3 6  1 8 0 0  1 8 0 0  1 6 0 0  6 5 0  8 0 0  9 0 0  

1 2 5 0 / 5  1 4 0  8 . 5  9 . 2 0  2 0 0 0  1 8 0 0  1 8 0 0  6 5 0  8 0 0  9 0 0  

1 4 0 0 / 4  1 5 5  9 . 3  1 1 . 1 2  1 8 0 0  1 8 0 0  1 6 0 0  6 5 0  8 0 0  9 0 0  

1 4 0 0 / 5  1 5 5  1 1 . 3  1 2 . 9 5  2 0 0 0  1 8 0 0  1 8 0 0  8 0 0  9 0 0  1 0 0 0  

1 5 0 0 / 5  1 6 5  1 1 . 3  1 2 . 9 5  2 0 0 0  1 8 0 0  1 8 0 0  8 0 0  9 0 0  1 0 0 0  

1 5 0 0 / 6  1 6 5  1 0 . 3  1 1 . 0 4  2 0 0 0  2 0 0 0  1 8 0 0  8 0 0  9 0 0  1 0 0 0  

1 6 0 0 / 4  1 8 0  1 0 . 4  1 2 . 3 6  2 0 0 0  1 8 0 0  1 6 0 0  6 5 0  7 5 0  9 0 0  

1 6 0 0 / 5  1 8 0  1 1 . 8  1 3 . 9 0  2 0 0 0  1 8 0 0  1 8 0 0  8 0 0  9 0 0  1 0 0 0  

1 6 0 0 / 6  1 8 0  1 3 . 7  1 5 . 5 4  2 4 0 0  2 0 0 0  2 0 0 0  1 0 0 0  1 2 0 0  1 4 0 0  

1 8 0 0 / 6  2 0 0  1 3 . 7  1 5 . 5 4  2 4 0 0  2 0 0 0  2 0 0 0  1 0 0 0  1 2 0 0  1 4 0 0  

2 0 0 0 / 4  2 2 0  1 1 . 8  1 4 . 4 8  2 0 0 0  2 0 0 0  1 8 0 0  8 0 0  1 0 0 0  1 2 0 0  

2 0 0 0 / 5  2 2 0  1 3 . 2  1 5 . 4 5  2 4 0 0  2 0 0 0  2 0 0 0  1 0 0 0  1 2 0 0  1 4 0 0  

2 0 0 0 / 6  2 2 0  1 4 . 3  1 6 . 6 8  2 4 0 0  2 0 0 0  2 0 0 0  1 0 0 0  1 2 0 0  1 4 0 0  

 

Wear-proof Strong Heat Protected 
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Rubber Cover Grades                                                                            
Conveyor Belt Service Material Rubber Coatings: Technical Specifications 

Rubber Belt 

Grade 

Conforming  To 

Standards   

Applications Belt Physical Properties 

  Belt Characteristic Industrial Materials Handling 

Reference 

Material 

Temperature 

Range 

Av. Tensile 

Strength Belt 

(Min) Kg/Cm 

Av. Elongation 

(Min.)% 

Rubber 

Abrasion 

(Max.)  mm3 

Belt Conveyor Mine, Belt Coal Conveyor, Rubber Belt, Limestone 

Quarry Conveyor 

GENERAL PURPOSE 

M-24  

('M','A')  

IS: 1891 

(Part I) BS:  

490(Part I) 

High tensile strength and superior 

in abrasion cut and gauge 

resistance.  

Recommended for transporting 

highly abrasive materials. 

Metallic Ore, Coke stone, 

Copper Ore Limestone, 

Broken glass, etc. 

 

(-)450C 

to  

+ 600C 

245 450 150 

Fly Ash Conveyor Belt, Husk Conveyor Belt, Shot Blaster Belt GENERAL PURPOSE 

N-17  

(N or S)  

 

 

 

W 

X 

Y 

Z 

RMA 1 

RMA 2  

IS: 1891 

(Part I)  

BS: 490 (Part I) 

Recommended for transporting 

moderately abrasive and non-

abrasive materials. 

Coal, Wood chips, Fine 

ores, Clay Unground, 

Cement etc. 

(-)350C 

to 

+ 600C 

 

 

 

(-)450C 

to  

+ 600C 

175 

 

 

 

 

180 

250 

200 

180 

170 

140 

400 

 

 

 

 

400 

450 

400 

400 

400 

400 

200 

 

 

 

 

90 

120 

150 

90 

150 

250 

Synthetic Rubber Conveyor Belt, Urea Handling Belt SPECIAL PURPOSE 

H-TEX 

(SAR)  

Mfd. to our  

Universal  

Standards 

Moderate tensile strength and 

excellent in abrasion resistance 

exclusively manufactured by us. 

Copper ore, Fertilizers, 

Sand, etc. 

(-)450C  

to 

+ 800C 

110 400 100 

Hot Belt, Clinker Handling Belt, Feeder Belting HEAT RESISTANT 

Universal  

BLAZE  

(HR) 

IS: 1891 

(Part I) 

T1 

Super in heat and abrasion 

resistant. 

Cement, Chemicals, Soda 

ash, etc. 

+ 650C  

to 

+ 1200C 

130 350 250 

Universal  

BETAPLUS   

(Super HR) 

IS: 1891 

(Part II) 

T2 

Heat and abrasion resistant. Cement clinker, Foundry 

Sand, Sintered ore, etc. 

+ 650C                       

to                            

+ 1500C 

130 350 250 

Universal  

SUN  

(Superior 

HR) 

Mfd. to our 

Universal  

Standards 

Surface of rubber cover hardens 

by heat and shallow cracks 

occasionally. 

Iron pellet, Hot coke, Burnt 

limestone, etc. 

+ 650C 

to 

+ 1800C 

110 350 250 

Conveyor Belting   OIL RESISTANT 

OR  IS: 1891 

(Part III) 

Excellent resistance to mineral, 

vegetable and animal oils. 

Materials with crude 

petroleum Tar sand, Oil 

sand, etc. 

(-)250C 

to 

+ 600C 

125 250 350 

Food Quality Rubber Belt, CTC Tea Processing Machine Belt White Color  HYGIENIC FOOD 

HYGIENIC  IS: 1891 

(Part IV) 

Non-toxic, tasteless and odourless. 

Recommended for handling 

foodstuffs. 

Tea, Coffee, 

Pharmaceuticals, etc. 

(-)200C 

to 

+ 600C 

100 350 350 

Industrial Conveyor, Power Station Rubber Belt, Coking Machinery Belt   FIRE RESISTANT 

FR  ISO 284 Fire resistance and anti static. Coal, Coke, Sulphur, etc. (-)450C 

to 

+ 600C 

110 400 200 

Fine Sand Conveying Belt, Hard Rock Mining Belt GENERAL PURPOSE 

* Also, Ultra Heat Resistant up to 200
0
C manufactured with minimum 7 x 3 mm cover thickness recommended 

 

Wear-proof Strong Heat Protected 
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(Remarks)* Testing method of abrasion as per DIN22101#sub to (-20% tol.) 

 Special cover grades have also been developed depending upon service conditions, viz., Chemical Resistant & HTTR rubber     

grade. 

 ** Weight of rubber cover (approx.) = 0.034 kg / 25 mm width / per 1 mm thick / per meter length.  

 *** Manufactured upto 2400 mm widths 

 # Weight of nylon conveyor belt of 650 mm wide x 315/3 x 3/1.5 mm covers of 100 mtr. long = 600 kgs approx. @ Conveyor 

carrying capacity of  800 mm wide belt is approx 140 tons/hour at belt speed of 45 mtr / min. 

 
Disclaimer: Information's, written and verbal are provided by HIC, relative to its products which it determines to be reliable & no liabilities of 

whatsoever nature in regards to its uses. The purchaser of UNIVERSAL brand industrial products should determine for itself the suitability of such 

products. 

 

 

 

 

 
                 

 Pulley Size  of head 400mm & tail 315mm min be used up to 5.5mm inner thickness of 3/4ply 
belt and not less than min. diameter suggestions else ply separation & slippage problem can 
happen. 

 Materials Build-up on pulleys & idlers should be removed periodically to avoid belt damage & 
misalignment. 

 Endlessing be done in V-shaped using Hot  Vulcanizing compound joined squarely ; else belt 
will run to one side or off-center. Use fasteners only on 25% more strength belt, else life will 
reduce 

 Water Sprinkling  for HR grade belts (using thicker cover) is done at tail pulley for  better life & 
never stop belt loaded with hot malt.  

 Unhampered Production  even if Blemishes or patches are visible at times, nothing to 
interfere performance. Similarly, Wrinkles are also not inner ply fabric  used but liner cloth & 
cellophane paper impression marks of belt curing press, be left unattended.  

 Edges mfd are cut for NN&EP fabric and moulded type for Cotton. 

 Joints in fabric ply at times are used of usually  higher strength .  

 Belt Rating  of 3ply Nylon  fabric min.(type315/3) up to 800 kg/m3 material bulk density 
for max. 800mm  belt width & min. 4ply NN (strength630/4 KN/m) upto1500kg/m3 mbd for 
max. 1200mmW  be used though carrying capacity, speed, etc factors are considered.  

 Cover Grade of M24 with min. top 3mm & 1.5mm bottom for abrasive materials, 
for hot materials >65C up to 120C temp 4x2mm min BLAZE (HR) & for malt  up to 150C 
6x2.5mm min. BETAPLUS(SHR) be used.  

* Size Variation (+, -1.5% Width; +, -10% Thickness; +5%,-1% Length) as per mfg tolerances should be acceptable. 

 Installation Method of Conveyor Belts 
  Safe Materials Handling, HIC Nonstop Conveying Tips 

Wear-proof Strong Heat Protected 
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(Email at: belts@universaldelhi.org ; universal@hic-india.com  or Call +91 11 2874 5120) 

HIC ships rubber conveyor belt made of EP fabric or Nylon textile Ply layers 
conforming IS 1891 tailor-made to buyer’s order specifications to different 
countries including India. Please send following information in English to quote 
prices: 

1. Belt Width mm  
2. Belt Strength Rating class  
3. Ply  
4. Top rubber cover thickness mm 
5. Bottom rubber mm  
6. Rubber quality Grade  
7. Application of transport material characteristics-lump size-operating 

temperature  
8. Quantity Open Ends roll lengths in meter or Endless loop length 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Purchase Enquiry Info 

  EP or Nylon Conveyor Rubber Belt Min. Information to Be Sent 

Wear-proof Strong Heat Protected 

Quality Rubber Conveyor Belts 

Page 8 of 22 

http://www.hic-india.com/supplier-machinery-rubber-parts.html
http://www.universaldelhi.org/customers.htm
http://www.rubber-steel-industrial-products.com/catalog-online.htm
mailto:belts@universaldelhi.org
mailto:universal@hic-india.com


                                                                                                                                                                       
 
 

Vendor Data: www.hic-india.com | Customers List:  www.universaldelhi.org | Catalogue:  www.rubber-steel-industrial-products.com 

                 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Food products transfer like vegetables, mineral oils, meat, other food-stuffs 

conveying gets safe to eat using PVC conveyor belts made in India by HIC 

Universal. 

HIC Universal PVC conveyor belt and PU belt are OOOrrriiigggiiinnnaaalll    CCChhhoooiiiccceee by fffooooooddd   mmmaaaccchhhiiinnneeerrryyy   cccooonnnvvveeeyyyooorrr   

bbbeeelll ttt   sssyyysssttteeemmm manufacturers in India, China, USA, UK, Germany, Finland, Sweden, New Zealand, 
Mauritius, Algeria Africa, Fiji, Japan, Singapore, Indonesia, UAE, and other Asian countries. 

 

 

 

WWWhhhyyy   HIC Universal PVC Conveyor Belts? 

Smell and Stains Free 
Transfer Being Fats Resistant 

 
Light Weight 

Helps Easy to Install 

 
Long Life  

  Reliable Light Materials Conveying Solution 

 

Non-Toxic Food Grade 
Ensures Safe Transfer of Eatables 

 

Highest Wear Resistance  
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PVC White Top Diamond 

Bottom Food Grade Belt 

 
2  P l y  P VC Fo od  

Qua l i t y  Be l t  

G ree n  P VC Co nvey o r  

Be l t  

Ro ug h  T op  G r ip  

Gree n  P VC B e l t  

 
Cleated PVC Conveyor 

Belt 

PU Belt 

 

  2 -p ly  w h i te  P VC be l t ,  t h ic k nes s  2  mm  

  2 -p ly  w h i te  P VC be l t ,  t h ic k nes s  2 . 6  mm,  c r os s -s t i f f  

  2 -p ly  w h i te  P VC be l t ,  t h ic k nes s  3 . 1  mm,  un de rs i de  neg a t i ve  py ra mi d  
p r o f i l e  ( N P )  

  3 -p ly  w h i te  P VC be l t ,  t h ic k nes s  4 . 2  mm,  c r os s -s t i f f  

  2 -p ly  b lu e - g reen  P VC be l t ,  th ic kne ss  2  mm,  a n t i s t a t ic  

  2 -p ly  b lu e - g reen  P VC be l t ,  th ic kne ss  2 . 6  mm,  r ig i d ,  an t i s ta t i c  

  2 -p ly  g ree n  P VC be l t ,  t h ic k nes s  2 . 7  mm,  un de rs i de  neg a t i ve  py ra mi d  
p r o f i l e  ( N P )  

  3 -p ly  g ree n  P VC be l t ,  t h ic k nes s  4  mm,  c r o ss - s t i f f  

  3 -p ly  g ree n  P VC be l t ,  t h ic k nes s  4 . 2  mm,  un de rs i de  neg a t i ve  py ra mi d  
p r o f i l e  ( N P ) ,  c ro ss - s t i f f  

  2 -p ly  g rey  P VC b e l t ,  th ic kn es s  2 . 7  mm,  t o p  gr i p  s t r uc tu re  " mi n ig r ip "  

  2 -p ly  g ree n  P VC be l t ,  t h ic k nes s  5 . 4  mm,  t op  g r ip  s t r uc t ure  

  2 -p ly  g ree n  P VC be l t ,  t h ic k nes s  3  mm,  t o p  gr i p  s t r uc tu re  
" lo ng i tu di na l  r ib s "  

Classified under HS Code 3926 

Manufacturing RANGE and SIZES  
Conforming FDA, BS 2890, DIN 22102, AS 1332 quality standards 

Quality PVC Belts 

Non-Toxic Light Weight Fats-Resistant 
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 Units Data 
Technical Characteristics   
Construction  PU + Polyester Mono-Filament fabric 
No. of Plies  2 
Total Thickness mm 1.5 
Standard Width mm 1,950 
Total Weight Kg/sq.m 1.56 
Tensile Strength N/mm 120 
Load at 1% Elongation N/mm 6 
Temperature Resistance 0 -10 ~ +100(Short time MAX. 150) 
Food Suitability  Meet the stipulations of FDA 
Top Cover   
Material - PU 
Color - White 
Surface - Gloss 
Hardness °Shore A 90 
Underside Finish   
Material  Polyester Mono-Filament Anti-Static Fabric 
Surface  Fabric 
Min. Pulley Dia   
Normal Flexing mm 30 
Back Flexing mm 40 

PVC Conveyor Belt Rough Top  
Tensile Strength, Total Thickness for Tyre Industry: Technical Specifications  
 Units Data 

Technical Characteristics   
Construction  PVC + Polyester Mono-Filament fabric 
No. of Plies  2 
Total Thickness mm 5.0 
Standard Width mm 2000 
Total Weight Kg/sq.m 5.00 
Tensile Strength N/mm 200 
Load at 1% Elongation N/mm 11 
Temperature Resistance 0 -10 ~ +100(Short time MAX. 150) 
Food Suitability  NO 

Top Cover   

Material - PVC 
Color - Petrol Green 
Surface - Rough Top 
Hardness °Shore A 90 
Underside Finish   
Material  Polyester Mono-Filament Anti-Static Fabric 
Surface  Fabric 
Min. Pulley Dia   
Normal Flexing mm 70 
Back Flexing mm 90 
ALL VALUE HAS TOLERANCE. 
HIC BELIEVE THIS INFORMATION IS THE BEST CURRENTLY AVAILABLE SPECIFICATION AND ABOVE AVERAGE OF OUR TEST RESULT. 
HIC MAKE NO GUARANTEE OF RESULTS AND ASSUMES NO OBLIGATION OR LIABILITY WHATSOEVER IN CONNECTION WITH THIS INFORMATION. 
Disclaimer: Information's, written and verbal are provided by HIC, relative to its products which it determines to be reliable & no liabilities of 

whatsoever nature in regards to its uses. The purchaser of UNIVERSAL brand industrial products should determine for itself the suitability of such 

products. 

 

 

Nomenclature of PU White Conveyor Belt   
Tensile Strength and Total Thickness to Support Load: Technical Data 

 

 

Non-Toxic Light Weight Fats-Resistant 
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(Email at: belts@universaldelhi.org ; universal@hic-india.com  or Call +91 11 2874 5120) 

HIC ships PVC conveyor belting conforming BS 2890 tailor-made to 
buyer’s order specifications to different countries including India. Please 
send following information in English to quote prices: 

1. Belt Width mm  
2. Thickness mm  
3. Ply  
4. Bottom PVC or bare fabric 
5. Colour - green or black or white x PVC or PU quality  
6. Grade Food grade FDA or Rough Top surface or non-food  

oil resistant  
7. Quantity - Open Ends roll lengths in meter or Endless loop length  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Purchase Enquiry Info 

  PVC Conveyor Belting and PU Belts Min. Information to Be Sent 

Non-Toxic Light Weight Fats-Resistant 

Quality PVC Belts 
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Belt-conveyor materials movement gets safe using belt fastener and elevator bolt 

made in India by HIC Universal. 

HIC Universal Euro bolts and plate conveyor fasteners are OOOrrriiigggiiinnnaaalll    CCChhhoooiiiccceee by mmmiiinnniiinnnggg   cccooonnnvvveeeyyyooorrr   

sssyyysssttteeemmm   aaannnddd   cccrrruuussshhheeerrr manufacturers in India, USA, China, UK, Italy, Argentina, Colombia, Greece, 
Kenya, Congo, Mauritius, South Africa, Tunisia, Namibia, Cameroon, Australia, New Zealand, 
Indonesia, Turkey, Israel, Saudi Arabia and other Asian countries. 

 

WWWhhhyyy   HIC Universal Conveyor Belt Fastener & Elevator Bolts? 

Fast Jointing and Super Grip 
Design Apt for High Tension Applications 

 Food Safe 
SS 304 Material Single Piece Design for Fixed  Tension  

Long Life  
Reliable Belt Splice Solution 

 

Minimizes Maintenance Time 
And Maximizes Belt Conveyor Uptime  

 

High Tensile Strength  
Chamfered Steel Metal Plate Ensures Friendliness to Belt Scraper  
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Sol id  P la te Conveyor  

Bel t  Fastener  HAWK 

Type 

Ready  Se t  Staple Bel t  
Fas tener  

 
Euro Elevator Bolt As per DIN 

15237 

Fang  Type Bucket  

E leva to r  Bo l ts  

 
Steel Belt Lacing 

  Sol id  P late  Fasteners Hawk Typ e fo r  jo in t ing  of  5mm to 24mm th ick  bel ts  in  s izes numb er 1 ,  140 ,  
190 ,  1 - 1/4 ,  1 -1/2 ,  2 ,  2 -1/4 ,  2 -1/2 ,  3 .  

  Staple Bel t  Lac ing  Stee l  Fastener  A l l iga tor  Shape Crocodi le  Typ e f o r  jo in t ing  of  1 . 5mm to 6mm 
th ick  b el t s  in  s izes  RS62,  RS125,  and  RS187.  

  Euro Bol ts  DIN 15237 for  jo in t ing o f  Bucket  E levato r  Bel t s  in  s izes M6 x  20/25/30,  M7 x  
20/25/30/ 35,  M8 x  20/25/ 30/35/40/ 45/50,  M10 X  25/30/35/ 40/45/50,  M12 x  40/50/60/70.  

  Reference 70  E levato r  Bucket  Bol t s  wi th  oval  o r  domed or  larg e f la t  washer  in  metr ic  th read fo r  
Whi tworth  thread s izes M 6,  M8,  M 10,  M 12 and ¼  inch x  ¾ or  1 ,  5/16 inch x  1  or  1 -1/4 or  1 -1/ 2 ,  3/ 8 
inch x  1 - 1/4 o r  1 -1/2 .  

  Norway  E levato r  Bol ts  o f  z inc p lated s tee l  mater i a l  in  s izes ¼  inch  x  1  or  1 - 1/4 o r  1 -1/2  or  2 ,  5/16 
inch x  1  o r  1 - 1/4 o r  1 -1/2  or  1 -3/4 or  2 ,  3/8  inch  x  1  or  1 -1/4  o r  1 -1/2 or  1 -3/4  or  2 .  

  Fang E levato r  Bol t s  fo r  g ra in  indust ry  in  s iz es  M6 x  25 mm head,  M8 x  30mm head,  M10 x  35mm 
head.  

  Oval  Typ e Bel t  F as teners in  s teel  mater ia l  fo r  l ap  and saddle back jo in ts  in  s izes ¼,  5/16 ,  3/8 .  

  Wire Hook Type Bel t  Lac ing Fas tener  for  jo in t ing o f  8 . 5mm to 14 . 5mm th ick  bel ts  in  s ize  P14  
conta in ing  36 comb s per  box .  

  Cl ipper  Bel t  Lac ing  in  s ta in less s teel  mater ia l  in  s iz es 1/8  inch  to  5/32  inch  th ick  b el t s .  

  Steel  Bel t  Lac ing s ing le -p iece  fastener  s t r ip  for  jo in t ing of  3mm to  12mm th ick  bel t s  in  s izes 15 ,  
20 ,  25 ,  27 ,  35 ,  45 ,  55 ,  65 .  

  Joint ing Tool  for  Conveyor  Bel t  Sp l ic ing  

  Al len Hex  Key  Wrenches  in  a l loy  s tee l  mater ia l  w i th  b lack  ox ide f in i sh  in  s izes 1 . 5mm to 32mm 
and 1/16 inch to  1  inch .  

  Conveyor  Bel t  Jo in t ing  Vu lcaniz ing Mach ine  

Classified under HS Code 8428 

Manufacturing RANGE and SIZES  
Conforming IS 10288, DIN 15237, ISO grade 5.8 quality standards 

Super-Grip Quick-Fix Food Safe 

Quality Steel Bolt Fasteners 
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Nomenclature of HAWK Type Conveyor Belt Fastener     
Sizes and PIW of Solid Plate Type Fasteners: Technical Data 

                                                               

Fastener size no. Belt-thickness range For belt with mechanical fastener 
rating up to 

Recommended minimum pulley diameter 
(operating tension 75% -100% of belt rating) 

 inch mm p.i.w kn/m in. mm 

1 3/16-7/16 5-11 150 30 12 300 

140 3/16-7/16 5-11 225 40 14 350 

190 5/16-9/16 8-14 330 60 18 450 

1-1/4 1/4 to 3/8 8 to 12.5 300 50 14 350 

1-1/2 7/16-11/16 11-17 300 50 18 450 

2 9/16-13/16 14-21 440 75 30 750 

2-1/4 9/16-1-3/16 14-30 620 105 36 900 

2-1/2 3/4-1 19-25 450 75 42 1050 

3 15/16 & over 24 & over 560 100 48 1200 

* Fastener sets requirement are approximately up to 5% roughly of belt width.  

 

Euro Elevator Bolts 
Sizes and Torque of Fully Threaded Zinc Plated Steel Bolt Conforming DIN 15237 and ISO Grade 

5.8: Technical Specifications 

Bolt Size(mm) 
 

Head Diameter Ø(mm) Max. Torque(Nm) Quantity Numbers per Package Weight Approx. per Pack of 100(kg) 

M6 x 20 21 8 100 0.97 

M6 x 25 21 8 100 1.04 

M6 x 30 21 8 100 1.07 

M7 x 20 23 13 100 1.34 

M7 x 25 23 13 100 1.47 

M7 x 30 23 13 100 1.61 

M7 x 35 23 13 100 1.75 

M8 x 20 30 19 100 2.17 

M8 x 25 30 19 100 2.26 

M8 x 30 30 19 100 2.46 

M8 x 35 30 19 100 2.59 

M8 x 40 30 19 100 2.73 

M8 x 45 30 19 100 2.86 

M8 x 50 30 19 100 2.98 

M10 x 25 35 38 100 3.76 

M10 x 30 35 38 100 3.99 

M10 x 35 35 38 100 4.20 

M10 x 40 35 38 100 4.45 

M10 x 45 35 38 100 4.74 

M10 x 50 35 38 100 5.03 

M12 x 40* 42 66 100 6.68 

M12 x 50* 42 66 100 7.47 

M12 x 60* 42 66 100 8.30 

M12 x 70* 42 66 100 9.26 

 

 

 

 

Super-Grip Quick-Fix Food Safe 
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For steel buckets with recessed hole use:- bolt, hexagon nut and large domed washer.  

  
for steel buckets with plain hole use:- bolt, hexagon nut and small flat washer.  

  
for plastic buckets use:- bolt, hexagon nut and large flat washer. 

 

 
Reference 70 Elevator Bolts 
Sizes and Torque of Whitworth or Metric Concave Bolt Head in Steel Material: Technical 

Specifications  

    

Ref Head 
 
ϕ  (mm) 

Max Belt Torque 

 (Nm) 

BOLT LENGTH (measured from under the bolt head ) 
Kg/100 

½” ¾” 

1” 1 ¼’ 2” 1 ½” 1 ¾’ 

2 ¼’ 2 ½’ 

12mm 20mm 25mm 30mm 40mm 45mm 50mm 55mm 65mm 
¼”         
M6 17 8 1.04 1.18* 1.24* 1.35 1.56 

- 
- 

- - 

5/16”         
M8 23 20 - 2.24 2.50* 2.66* 2.82* - 3.30 

- 
- 

3/8”       
M1O 27 36 - - 3.94 4.06* 4.30* 4.64* 4.88* 5.15 5.54 

½”                    
M12 

35 
65 - - - 8.56 

8.86 
9.10 9.96 10.14 - 

  

   

Super-Grip Quick-Fix Food Safe 
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Fang Bolts 
Sizes, Torque and Length of Food Grain Industry Apt Fanged Elevator Bolt in Steel/Zinc Plated: 

Technical Specifications 

 

        

Ref. 

Head  
  

ϕ (mm) 

Max. Bolt Torque 
 (Nm) BOLT LENGTH (measured overall) 

     20(mm)         25(mm)                  30(mm)                35(mm)                     40(mm)                   45(mm)                        80(mm) 

M6 25 8 1.56 1.82 - - - - - 

M8 30 20       - 2.74 3.14 - 3.42 -   - 

M10 35 36 - - 4.62 4.90 5.26 5.14    - 

Self color and stainless options available to special order 
 
4B EASIFIT BOLTS  

     Ref. 

Head  

 

ϕ (mm) 

Max. Bolt Torque 
 (Nm) 

 

BOLT LENGTH (measured overall) 
      ¾”              1”                      1 ¼”              1 ½”            1 ¾”           2” 

    1/4” 25 12 1.82 1.88* 2.04 - - - 

5/16” 30 25 2.98* 3.28* 3.36 358 3.68 - 

3/8” 32 46 - 4.30 4.70*   5.10* 5.50 
5.90 

        
 

 

Norway Elevator Bolts 
Sizes and Torque of Zinc Plated Steel Square Shoulder Bolt Conforming Grade 2 U.S. Standards 

Food Grain Industry Apt: Technical Specifications 

Size 
(in.) 

Head Diameter Ø 
(in.) 

Max. Torque 
(ft. lbs.) 

Package Quantity Package Weight 
(lbs.) 

1/4 x 1 1 6 100 2.40 

1/4 x 1-1/4 1 6 100 2.55 

1/4 x 1-1/2 1 6 100 2.85 

1/4 x 2 1 6 100 3.80 

5/16 x 1 1-3/16 13 100 4.10 

5/16 x 1-1/4 1-3/16 13 100 4.45 

5/16 x 1-1/2 1-3/16 13 100 4.80 

5/16 x 1-3/4 1-3/16 13 100 5.20 

5/16 x 2 1-3/16 13 100 5.60 

3/8 x 1 1-1/4 23 100 6.00 

3/8 x 1-1/4 1-1/4 23 100 6.60 

3/8 x 1-1/2 1-1/4 23 100 7.10 

3/8 x 1-3/4 1-1/4 23 100 7.60 

3/8 x 2 1-1/4 23 100 8.10 

 

 

Super-Grip Quick-Fix Food Safe 
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Staple Belt Lacing Steel Fastener 
Galvanized Steel/Food Grade SS 304 Pre-inserted Staples Fastener Strip : Technical 
Specifications 

 

 

STAPLE FASTENER SIZE 
MIN PULLEY DIAMETER 
(MM) 

KN/M 
MAX 

BELT-THICKNESS 
(MM) 

HINGE PIN DIAMETER 
(APPROX.) 

RS62 50 17 1.5 to 3 2 

RS125 75 28 3 to 4.7 3.6 

RS187 102 35 4.7 to 6 5.2 

 

 

• RS125- 1 Box contains 1200 mm length M/F-8 numbers strips 

• RS187- 1 box contains 1500mm Length Male-Female- 8 numbers strips Equals 4 sets of jointing 1500mm Width belts 

• Jointing Tool also manufactured  

 

 

 

P14 Wire Hook Type Lacing Fastener 
Medium Duty Conveyor Belt Fastener: Technical Specifications 

 

 

 

Disclaimer: Information's, written and verbal are provided by HIC, relative to its products which it determines to be 

reliable & no liabilities of whatsoever nature in regards to its uses. The purchaser of UNIVERSAL brand industrial 

products should determine for itself the suitability of such products. 

 

 

 

 

 

 

 

 

 

ORDERING INFORMATION 

FASTENER TYPE BELT THICKNESS(MM) 

MAX WORKING TENSILE 

PIW KN/M 

MM12 8.0mm – 11.0mm 350 63 

P14 8.5mm-14.5mm 450 80 

 

Super-Grip Quick-Fix Food Safe 
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Place the squared ends of the belt together and nail the template into 
position, taking care that the plugs on the template are inserted 
between the belt ends. Bend the nails outwards to prevent the 
template rising from the belt-surface. Punch the holes, using the 
appropriate size of special HIC Universal straight sided belt punch. 

 

Remove the template. Push the bolt ends through the punched holes 
ends through punched holes from the underside of the belting. 

 

Place the top plates in position and apply the slotted nuts loosely by 
hand. Ensure plates are positioned accurately. 

 

Run down each nut evenly with a brace or hand wrench (also 
produced by HIC Universal). 

 

Hammer the plates into the belt surface using a metal block placed 
across the fasteners and between the nuts. Again then re-tighten, 
using the wrench until the top plate is fully bedded into the belt 
surface. 

 

Break off the protruding ends of the bolts using pair bolt breakers 
(also manufactured by HIC Universal). Rivet over the ends of the 
bolts. 

 

 

 

 Installation Method of Belt Fastener 

  Non Stop Materials Transportation, HIC Safe Conveying 
Tips 

Super-Grip Quick-Fix Food Safe 

Quality Steel Bolt Fasteners 
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(Email at: belts@universaldelhi.org ; universal@hic-india.com  or Call +91 11 2874 5120) 

HIC ships elevator bolt conveyor belt fastener clipper conforming IS 10288 
tailor-made to buyer’s order specifications to different countries including 
India. Please send following information in English to quote prices: 

1. Bolt or fastener Size   
2. Type, elevator or conveyor or plate hawk or staples  
3. Rubber belt or PVC conveyor belt Thickness to hook  
4. Quantity numbers 

 

 

 

 

Quality Rubber Conveyor Belts, PVC Belts and Steel Fasteners manufactured in ISO 9001 certified HIC factories in 
India with Production Supervisors conducting routine pre-manufacture checks and post-manufacture tests as to:  
 
100% Physical checks with respect to dimensions, 
100% Chemical checks w.r.t. MOC,  
 20% Random physical tests 

N o te :  Te st  Cer t i f ic at e  o f  HIC ’s  Lab  forw ar de d a lo n g -w it h  su ppl ie s.  Fu l ly  geare d  u p  t o  pr ov ide  T h ir d P arty  I nspec t ion at  

buyer ’ s  c o st .  

 

 

 Approximate Qty. per annum 
1. Conveyor Belts, Heat Resistant Rubber Belt Food Belt 
http://www.rubber-steel-industrial-products.com/conveyor-belts-manufacturer/index.htm 

72,000 meters 

2. Belt Fasteners, Mechanical Fasteners 1,00,000 numbers 

3. Conveyor Idlers, Steel Conveyor Rollers 
http://www.rubber-steel-industrial-products.com/conveyor-rollers-manufacturer/index.htm 

60,000 nos. 

4. Conveyor Pulleys, Drive Roller Steel 1,200 nos. 

 Quality Assurance Plan 

HIC Conveyor Belts, PVC Belts & Steel Fasteners Testing Parameters 

 Production Capacity of Conveyor Transport Products 

 Purchase Enquiry Info 

  Conveyor Belt Fastener and Elevator Bolt Min. Information to Be Sent 

Super-Grip Quick-Fix Food Safe 

Quality Steel Bolt Fasteners 
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Total Quality Management Principles Followed 

Performance Certificates 
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   www.hicconveyorbelts.com | www.frasconveyorbelt.com | www.chevronconveyorbelting.com| www.foodconveyorbelts.com | www.conveyorskirt.com 

www.hicconveyors.com | www.pvcbeltjointingmachine.com | www.hicconveyoridlers-africa.com | www.hicbeltfasteners-africa.com 

 

 

NNOO  MMOORREE  

            CCOONNVVEEYYOORRSS  

            MMAATTEERRIIAALL  MMOOVVEEMMEENNTT  SSTTAANNDDSSTTIILLLL!!   

  

 

 

   

 

 

 

 

 

 

 

  

 
HIC India Headquarters 

HIC International Co Inc 
D - 1 3 6 ,  S h a n k a r  R o a d  

N e w  D e l h i  1 1 0 0 6 0  I n d i a  |  A s i a  

P h o n e :  +  9 1  ( 0 1 1 )  2 8 7 4  5 1 2 0 ,  6 5 4 7  2 4 0 0 ,  3 2 9 6  1 4 0 0   

F a x :  0 0 9 1 1 1  2 8 7 4 2 7 9 1  

E - m a i l :  u n i v e r s a l @ h i c - i n d i a . c o m ,  b e l t s @ u n i v e r s a l d e l h i . o r g   

C o n t a c t  P e r s o n :  M r  A n i l  G u p t a  -  P r e s i d e n t ,  M s  P r i y u m  -  E x p o r t s  H e a d  

S k y p e  I D :   a n i l g u p t a h i c  
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